NOTES:

1.

WATER METER TO BE |INSTALLED BY A CERTIFIED
PLUMBER OR WATER METER INSTALLER.

N.T.S.

2. A RESIDENTIAL HOMEOWNER MAY INSTALL THEIR OWN
WATER METER PROVIDING A BUILDING PERMIT IS
OBTAINED.
3. WATER METERS SHALL BE PROVIDED, MAINTAINED,
SEALED, REPLACED, REPAIRED, TESTED, INSPECTED OR
REMOVED BY THE COP.
4. WATER SERVICE PIPE  SHALL BE  SUPPORTED
SUFFICIENTLY AND IN COMPLIANCE WITH THE ONTARIO
BUILDING CODE SO THAT THE REMOVAL OF THE WATER
METER BY THE COP SHALL NOT AFFECT THE INTEGRITY
OF THE SERVICE PIPE.
5. NO CONNECTIONS ARE PERMITTED BETWEEN THE
BUILDING CONTROL VALVE AND THE SHUT OFF VALVE
DOWNSTREAM OF THE WATER METER.
6. OWNERS SHALL ENSURE THAT ALL VALVES ARE VISIBLE, DOWNSTREAM SHUT
ACCESSIBLE AND MAINTAINED IN GOOD WORKING ORDER OFF VALVE
AT ALL TIMES.
7. FULL PORT, GATE OR BALL VALVES SHALL BE USED
FOR ALL WATER METER INSTALLATIONS. FOUNDATION
8. OWNERS ARE RESPONSIBLE FOR DAMAGE TO METERS OR EXTERIOR
WALL =
CLEARANCES: [CHE—
1. NOT LESS THAN 300MM AND NOT MORE THAN 900MM
TO CENTRE LINE ABOVE FLOOR LEVEL.
2. NOT LESS THAN 300MM FROM THE FOUNDATION OR 300mm
EXTERIOR WALL. MAX
3. NOT LESS THAN 600MM ABOVE THE TOP OF THE :
METER (HORIZONTAL INSTALLATION) WORKING SPACE
4. NOT LESS THAN 500MM FROM ANY PARTITION OR IN FRONT OF
OBSTRUCTION METER FOR
5. NOT LESS THAN 1M FROM ANY INTERNAL STRUCTURE MAINTENANCE 1000
(IE. FURNACE, WATER HEATER, ETC.) ACTIMTIES VIN.
METER SEAL TO BE INSTALLED BY COP
METER TAIL PROVIDED BY PUC \
MINIMAL LENGTH TO
FACILITATE INSTALLATION
300mm
L TO 900mm
dol ] TO CENTRE LINE
— ABOVE FLOOR
BUILDING CONTROL VALVE WITH DRAIN PORT
(COMPRESSION ON THE UPSTREAM SIDE)
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